MT609-2 Serial to USB - Installation Manual

OVERVIEW

USB Serial Bus Interfaces port technology has emerged into the proliferation of the external peripheral devices (Scanners, digital cameras, removable drives, etc.) that are increasingly being connected to the latest generation of computers.

It is faster than traditional bus ports, for it does not need IRQs, the problem of IRQ conflicts is eliminated so more devices can be attached to the systems.

The MT609-2 serial USB serial adaptor provides and external plug and play RS232 serial connection for computers, notebooks, laptops, and handheld computing devices that support the USB specification.

MT609-2 provides mobile phones, PDAs, digital cameras, modems, bar code scanner, Image scanner and etc.

FEATURES

+ Full compliance with USB specification

+ Supports the RS232 Serial Interfaces

+ Support automatic's handshake mode

+ Over a 230bps data transfer rate

+ Works with cellular phones, PDA digital Cameras,

Modems terminal management.

+ Easy to install-plug and play.

+ No IRQ required

SYSTEM REQUIREMENTS

Operating System:

Window 98 / 2000 / ME / XP or higher.

MAC: 8.6 or higher.

REMARK:

1. Specification technical and manual is subjected to change without noticed.

2. MT609-2 are compatible to most popular serial hardware devices that need to convert serial to USB, but we should not grant for the compatibility to all hardware devices.
WINDOW INSTALLATION:

1. Turn off the computer, plugs in the MT609-2 into the computer's USB port, restart the computer, the terminal will detect the hardware automatically, then a installation dialogues will appears on the monitor to ask you for installation, Click NEXT to continue

2. Once you see the dialogues, please put the distribution disk into your Floppy Disk Drive, choose Specify a Location: Browse A: then click NEXT, the computer will browse to the folder on the disk that related to your version of windows; click NEXT to continue

3. Then the “Ready to install Dialogue boxes “will come up, click NEXT to continue. Files are copied to your hard disk.

4. After the driver files have been copied to the hard disk, a dialogue box appears to inform that the installation has finished. Click Finish. The installation is complete.

CHECKING THE INSTALLATION.

To check that the adaptor was correctly installed:

1. Open the system folder: (My computer—Control panel—System).

2. Click the Device Manager tab at the top of the dialog box.
3. Click the Plus Sign in front of Universal Serial Bus, if the installation
Completed successfully, you should see “USB High Speed Serial Converter”

UNINSTALLING THE DRIVER

1. Open the system folder ( My Computer – Control Panel).

2. Click Add / Removal programs properties.

3. Click “FTDI USB-to-Serial Converter Drivers.”

4. The “Add / Remove”

5. A dialogue of “FTDI Uninstaller Version2.1” will come up.

6. Click “Continues”

7. Click “Finish” of Uninstall Completed, Press Finish to exit”

8. Un-installation completed. 
